Hardwood

Sapele-
Entandrophragma cylindricum

Timber Characteristics

Original Colour

The heartwood varies from medium to dark red or
brown in colour, with the sapwood somewhat
paler and indistinct. With translucent coatings
the finished colour will be strongly influenced
by the original timber colour.

SAPELE

Density

640 to 650 to 700 kg/nm?’, range of mean values
at 12% (m/m) moisture content. This is a likely
indication as to the ‘low’ degree of absorbency
(vessels and ‘end grain’ excepted) of the coating(s).

Natural Durability

Heartwood - Class 3 Moderately Durable

Sapwood - Class 5 Not Durable

The above classification provides an indication
of the performance of wood in ground contact.
Reference BS EN 350-2 : 1994. Natural durability
sufficient for exterior joinery. Suitable for use
without preservative pre-treatment. Reference
BS EN 942 : 1996. Cross reference Hazard Class
(Reference BS EN 335-2 : 1992) with Service Factor
and Desired Service Life (Reference BS 8417 : 2003).

Moisture Movement

Medium. This refers to the dimensional changes
that occur when dried timber is subjected to
changes in atmospheric conditions.

Treatabilty

Heartwood - Class 3 Difficult To Treat

Sapwood - Class 2 Moderately Easy To Treat

The above classification refers to a set of broad
descriptions for classifying treatability based upon
general observations associated with the use of

penetrating treatment processes. Reference BS
EN 350-2 : 1994. This is an indication of the likely,
uneven absorbency of the coating(s). Preservative
pre-treatment not normally required.

Sapwood Width

m - medium (5cm to 10cm). This relates to its
abundance in mature trees. Where sapwood
is present on external joinery, preservative
treatment is advised. Reference BS EN 350-2 :
1994. Absorbency characteristics as above.

General

This species can exhibit an interlocked (and
sometimes wavy) grain. Therefore, the correct
feed speed and cutting angle is essential for a
smooth finish. Avoid heavy abrading, denibbing
only after base staining/ priming. Its texture (cel/
size) can be moderately fine.

A liberal coat of base stain (or primer) should be
evenly applied to satisfy the timber's absorption,
by displacing the air within these cells.

This is especially true for tropical timbers. Timbmet
Group can now offer African timbers with full,
independent chain of custody guarantees.

Further information is available from Timbmet
Group (see page 13).
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